1095 led 15/06/2018

Site 1/ GOCCIA 1095 WRITER LED 30deg 1xLED / GOCCIA - WRITER LED 30deg (1xLED) ILLUMINAZIONE

GOCCIA 1095 WRITER LED 30deg 1xLED

See our luminaire
catalog for an image of
the luminaire.

Light output ratio: 100%
Luminaire luminous flux: 57 Im
Power: 7.8 W

Luminous efficacy: 7.3 Im/W

Luminous emittance 1/ Polar LDC
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1095 led 15/06/2018

Site 1/ Surface result object 2 (Furniture) / Perpendicular illuminance (adaptive) ILEUMINAZIONE

Surface result object 2 (Furniture) / Perpendicular illuminance (adaptive)

Maintenance factor: 0.80

3x5m

Surface result object 2 (Furniture): Perpendicular illuminance (adaptive) (Surface)

Light scene: Light scene 1
Average: 5.03 Ix, Min: 0.01 Ix, Max: 1636 Ix, Min/average: 0.00, Min/max: 0.00
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1095 led 15/06/2018

Site 1/ Surface result object 2 (Furniture) / Perpendicular illuminance (adaptive) ILLUMINAZIONE

Isolines [Ix]

Scale: 1:25
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1095 led 15/06/2018

Site 1/ Surface result object 2 (Furniture) / Perpendicular illuminance (adaptive) ILLUMINAZIONE

False colours [Ix]

Scale: 1:25
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