4225-BAT

18/07/2019

Site 1/ GOCCIA 4225 BAT TRIANGOLO LED BATWING 1xLED / GOCCIA - TRIANGOLO LED BATWING (1xLED)

GOCCIA 4225 BAT TRIANGOLO LED BATWING 1xLED

See our luminaire
catalog for an image of
the luminaire.

Light output ratio: 100%
Luminaire luminous flux: 5646 Im

Power: 52.7 W

Luminous efficacy: 107.1 Im/W

Luminous emittance 1/ Polar LDC
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Site 1/ Surface result object 2 / Perpendicular illuminance (adaptive) ILEUMINAZIONE

Surface result object 2 / Perpendicular illuminance (adaptive)

Maintenance factor: 0.80

10x10 m
heught 3,30 m

Surface result object 2: Perpendicular illuminance (adaptive) (Surface)

Light scene: Light scene 1
Average: 30.2 Ix, Min: 2.57 Ix, Max: 122 Ix, Min/average: 0.09, Min/max: 0.02
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) . A P . ILLUMINAZIONE
Site 1/ Surface result object 2 / Perpendicular illuminance (adaptive)

Isolines [Ix]

Scale: 1:75
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goccia

Site 1/ Surface result object 2 / Perpendicular illuminance (adaptive) ILLUMINAZIONE

False colours [Ix]

24 29 34 41 49 58 69 83 99 12 14 17 20 24 28 34 40 x
Scale: 1:75
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Site 1/ Surface result object 2 / Perpendicular illuminance (adaptive)

Value grid [Ix]

418 438 439 430 421 414 492 480 442
427 450 450 87 25 47 470 49 35
434 463 65 46 31 420 13 .83 55 38
446 48 85 86 136 123 14 90 59 40
451 M5 4o 82 39 125 15 04 6 4d
452 116) 499 163 39 125 15 95 162 442
447 48 488 88 37 123 14 94 160 4f
4% 466 67 47 31 420 13 .83 56 39
429 454 st 89 26 7 471 A9 35
416 440 42 33 22 15 95 62 43 32

Scale: 1:75
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