goccia

ZUBEHOR 24V-TREIBER - 24W
1924

Treiber fur Parallelanschluf®

Abmessungen

118 x 35 x 26 mm

INPUT 220-240V / OUTPUT 24V DC Wattleistung 24 W
Stromversorgung 24 Vdc

Schutzart IP IP 67

Gewicht 0.36 kg
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ZUBEHOR 24V-TREIBER - 24W

1924

FIXTURES RELATED

STAMP GLASS

5331

PASSUM SIDEWARDS
@ 70 ALUMINIUM
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L
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SQUEEZE UP
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2X70°
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@ 601X - 24V
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ILLUMINAZIONE

STAMP POST GLASS
H 300

5374

PASSUM UP
@ 70 EDELSTAHL

1494

SQUEEZE 77
2X70°
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SQUEEZE 180
4X70°
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DART
@ 55 OPAL - 24V

)

|
!

1656

DART SPOT
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CERTIFIED

STAMP POST GLASS
H 600

5375

PASSUM SIDEWARDS
@ 70 EDELSTAHL

;
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1484

SQUEEZE 77
4X70°

1455

DART
@ 35

1634

DART SIDE
@ 401X

)
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DART SPOT
@ 30
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1615
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* RECOGNIZED

PASSUM UP
@ 70 ALUMINIUM

1413

PASSUM DOWNLIGHT
@70

1470

SQUEEZE 180
1X70°

1457

DART
@ 35 OPAL

1636

DART SIDE
@ 40 2X

1/

1643

DART SPOT
@ 46

1617
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ZUBEHOR 24V-TREIBER - 24W

DART SPOT DART STEM DART STEM DART STEM
@ 49 @ 30 H 350 @ 30 H 650 @ 49 H 500
1619 1671 1672 1683
DART STEM CLOCK RGBW CLOCK RGBW PASSUM UP RGBW
@ 49 H 900 80 120 @ 125 ALUMINIUM
@) ’
< v
1684 1186 1187 1462
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